NOTES:
1. DETAIL SHOWS BLUESKIN® VP100 ASSEMBLY INSTALLED OVER EXTERIOR GRADE SHEATHING. ACCEPTABLE SUBSTRATES INCLUDE PLYWOOD, OSB, CONCRETE, GYPSUM BOARD AND CONCRETE BLOCK.
2. PRIME BLUESKIN® VP100 WHERE BLUESKIN® WB25 OR BLUESKIN® WB LAPS ONTO BLUESKIN® VP100. RECOMMENDED PRIMERS/ADHESIVES INCLUDE: BLUESKIN® LVC ADHESIVE, AQUATAC™ PRIMER OR BLUESKIN® ADHESIVE.
3. WRAP BLUESKIN® VP100 A MINIMUM OF 3" PAST CHANGE OF PLANE AT INSIDE AND OUTSIDE CORNERS.
4. ENSURE MINIMUM OF 2" OVERLAP AT HORIZONTAL LAPS AND 3" OVERLAP AT VERTICAL LAPS.
5. INSULATION, CLADDING AND OPTIONAL VAPOR BARRIER NOT SHOWN FOR CLARITY.
6. REFER TO BLUESKIN® VP100 GUIDE SPECIFICATION FOR RECOMMENDED INSTALLATION PROCEDURES.