EXTERIOR GRADE SHEATHING
(ACCEPTABLE SUBSTRATES INCLUDE GYPSUM BOARD, PLYWOOD, OSB, CONCRETE AND CONCRETE BLOCK)

NO SUPPLEMENTAL DETAILING REQUIRED FOR SUBSTRATE GAPS UP TO 1/2" WIDE WHERE BLUESKIN® VP100 IS INSTALLED CONTINUOUSLY AND MEMBRANE SEAMS EXTEND A MINIMUM OF 3" BEYOND SUBSTRATE GAPS.

BLUESKIN® VP100

BLUESKIN® TWF

FOUNDATION AS SPECIFIED

CONTACT HENRY® FOR RECOMMENDATIONS WHERE THE AIR BARRIER TRANSITIONS ONTO THE WATERPROOFING ASSEMBLY

NOTES:
1. DETAIL SHOWS BLUESKIN® VP100 ASSEMBLY INSTALLED OVER EXTERIOR GRADE SHEATHING. ACCEPTABLE SUBSTRATES INCLUDE PLYWOOD, OSB, CONCRETE, GYPSUM BOARD AND CONCRETE BLOCK.
2. HENRY® BLUESKIN® VP100 MAY BE INSTALLED VERTICALLY OR HORIZONTALLY.
3. WHERE ENHANCED ADHESION IS DESIRED PRIME BLUESKIN® VP100 WHERE BLUESKIN® VP100 LAPS ONTO BLUESKIN® VP100. RECOMMENDED PRIMERS/ADHESIVES INCLUDE: BLUESKIN® LVC ADHESIVE, AQUATAÇ™ PRIMER OR BLUESKIN® ADHESIVE.
4. INSTALL THE BLUESKIN® VP100 IN A SHINGLE FASHION TO PROVIDE A CONTINUOUS AIR AND WATER BARRIER.
5. REFER TO BLUESKIN® VP100 GUIDE SPECIFICATION FOR RECOMMENDED INSTALLATION PROCEDURES.