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PUMADEQ FLEX 31MV (40 MILS)

HENRY 790-11/790-11EV (125 MILS)
POLYESTER FABRIC

HENRY 790-11/790-11EV (90 MILS)
PRIMER (SEE NOTE #2)

FINGER AND TARGET FLASHING
PUMADEQ FLEX 31MV (80 MILS)
REINFORCED WITH

PUMADEQ N-FLEECE

PUMADEQ PRIMER 20
OR HENRY GC PRIMER

NOTES:

1. DETAIL SHOWS HENRY VEGETATIVE ROOFING WITH HENRY 790-11/790-11EV FIELD MEMBRANE WITH HENRY
PUMADEQ SYSTEM FLASHING. SUBSTRATE SHOWN IS FOR REFERENCE ONLY. REFER TO PRODUCT SPECIFIC
TECHNICAL DATA SHEET FOR AUTHORIZED SUBSTRATES.

2. RECOMMENDED HENRY ADHESIVE/PRIMER FOR HENRY 790-11/790-11EV INCLUDE: HENRY 910-01 ASPHALT PRIMER
OR HENRY 930-18 POLYMER MODIFIED ADHESIVE. REFER TO PRODUCT SPECIFIC TECHNICAL DATA SHEET TO
CONFIRM VOC COMPLIANCE.

BACK COAT FLEECE ON VERTICAL SUBSTRATE WITH PUMADEQ FLEX 31MV.

DEPTH OF GROWING MEDIA MAY VARY DEPENDING ON PROJECT SPECIFICATIONS.

DETAIL IS FOR REFERENCE ONLY. REFER TO DESIGN PROFESSIONAL TO VERIFY WIND UPLIFT MINIMUM REQUIREMENTS.
REFER TO PRODUCT SPECIFIC GUIDE SPECIFICATION FOR RECOMMENDED INSTALLATION PROCEDURES.

I

MANUFACTURER GUIDE DETAILS ARE FOR REFERENCE ONLY. HENRY DOES NOT ASSUME RESPONSIBILITY FOR ERRORS OR

DEVIATIONS IN DESIGN OR ENGINEERING. PROJECT SPECIFIC VERIFICATION IS RECOMMENDED PRIOR TO INSTALLATION.
e “ r y VEGETATIVE ROOFING - HENRY 790-11/790-11EV
®
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