NOTES:
1. DETAIL SHOWS HENRY VEGETATIVE ROOFING ASSEMBLY (VRA) WITH HENRY 790-11/790-11EV WATERPROOFING/ROOFING ASSEMBLY. SUBSTRATE SHOWN IS FOR REFERENCE ONLY. REFER TO PRODUCT SPECIFIC TECHNICAL DATA SHEET FOR AUTHORIZED SUBSTRATES.
2. DO NOT USE PRE-PRIMED ROOF DECK BOARD. INSTALL ROOF DECK BOARD PER ROOF DECK BOARD MANUFACTURER'S REQUIREMENTS; COMPLY WITH APPLICABLE CODES.
3. DEPTH OF GROWING MEDIA MAY VARY DEPENDING ON PROJECT SPECIFIC REQUIREMENTS.
4. DETAIL IS FOR REFERENCE ONLY. REFER TO DESIGN PROFESSIONAL TO VERIFY WIND UPLIFT MINIMUM REQUIREMENTS.
5. DESIGN PROFESSIONAL TO VERIFY ADEQUATE STRUCTURAL SUPPORTS AND FASTENERS COMPLY WITH APPLICABLE CODES AND PROJECT SPECIFIC REQUIREMENTS.
6. REFER TO THE VEGETATIVE ROOFING ASSEMBLY (VRA) GUIDE SPECIFICATION FOR RECOMMENDED INSTALLATION PROCEDURES.